
SPEAKER ENCLOSURE ASSEMBLY, FOR AXIS C1004E, REV. B

Secure speaker enclosure for the Axis C1004E network speaker. One
piece construction, made from heavy gauge welded stainless steel with
matching white powder coated finish. May be mounted on walls or ceiling.
Includes tamper resistant Torx screws and installation hardware.

Made in USA.

SE-C1004E NEW

SPEAKER ENCLOSURE, FOR AXIS C2005, REV. A

Secure speaker enclosure for the Axis C2005 network speaker. Two
piece construction, made from heavy gauge welded stainless steel with
matching white powder coated finish. May be mounted on walls or ceiling.
Hinged cover is easily separated from base for ease of installation and
service.  Includes tamper resistant Torx screws and installation hardware.

Made in USA.

SE-C2005 NEW

ADAPTER PLATE, 5.7 X 5.7, ROUND, WHITE, REV. A

ADAPTER PLATE FOR HANWHA SBV-136BW MOUNTS ON A 4 INCH
ELECTRICAL BOX.

0500-0426 NEW

ADAPTER PLATE, AXIS I8016-LVE, REV.A

Heavy 12 gauge brushed stainless steel plate used to adapt the AXIS
I8016-LVE Network Video Intercom to a power box.

Dimensions:  5.5” x 5.5” X .104” (140mm x 140 mm x 2.65mm)

Made in USA.

0500-0420 NEW
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MOUNTING PLATE FOR AXIS I8016-LVE AND CODE BLUE HELP
POINT CALL BOX, REV.A
Heavy gauge brushed stainless steel plate used to mount the AXIS I8016-
LVE Network Video Intercom on a Code Blue Help Point call box.
Neoprene gasket mounted on the back of the plate prevents intrusion of
water. Installation kit includes Stainless steel tamper proof Torx security
screws and other hardware necessary for installation on the Code Blue
Help Point.

Dimensions:  11.732” x 8.465” (298 x 215 mm)

A8016-MP NEW

INTERCOM MOUNTING BRACKET, 17.438 X 9.25" STAINLESS, REV.
A
Heavy gauge brushed stainless steel plate used to mount the AXIS I8016-
LVE Network Video Intercom

Made in USA.

ES900.1 NEW

INTERCOM MOUNTING BRACKET, 9" X 9" STAINLESS, REV. A

Heavy gauge brushed stainless steel plate used to mount the AXIS I8016-
LVE Network Video Intercom

Made in USA.

ES900.2 NEW

COVER PLATE, 8" X 6", TWO GANG, STAINLESS, REV. A

Heavy gauge brushed stainless steel plate used to adapt the AXIS I8016-
LVE Network Video Intercom

Dimensions:  8” x 6” (203 x 152 mm)

Made in USA.

0500-0411 NEW
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CORNER MOUNT, OUTDOOR CAMERAS, ALUMINUM, REV.A

Heavy duty 3/16” Aluminum corner camera mount. Allows mounting of
cameras outdoors on the corner of buildings. Universal mounting holes
with threaded stainless steel inserts. White RAL9003 powder coated
finish.  Installation kit includes stainless bolts and washers.

Made in USA

CMT-1 NEW

CHARGING STATION LEFT, 40 AXIS W101 BODY CAMS, REV. B

Charging station cabinet with locking door for up to 40 Axis W101 body
cameras. Unit houses five, 8 position charging stations, one controller
and all power supplies. Includes a six outlet power strip and duplex outlet
box.  May be wired directly with 120-250 VAC power.

Dimension:  34” x 18” x 10.525”   (86.4 x 45.7 x 26.7 CM)
Weight: 62 LBS.  (28.1 KG)

CS40-L NEW

CHARGING STATION RIGHT, 40 AXIS W101 BODY CAMS, REV. B

Charging station cabinet with locking door for up to 40 Axis W101 body
cameras. Unit houses five, 8 position charging stations, one controller
and all power supplies. Includes a six outlet power strip and duplex outlet
box.  May be wired directly with 120-250 VAC power.

Dimension:  34” x 18” x 10.525”   (86.4 x 45.7 x 26.7 CM)
Weight: 62 LBS.  (28.1 KG)

CS40-R NEW

HOUSING, RECESSED MOUNT, AXIS P3715-PLVE CAMERA, NO IR,
REV.A
Allows recessed mounting of Axis P3715-PLVE dual view camera. Made
from powder coated aluminum and stainless steel. Color specified on
order.

H-P3715-PLVE NEW
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HOUSING, AXIS P3715-PLVE CAMERA, WITH IR, REV.A

Allows recessed mounting of Axis P3715-PLVE dual view camera. Made
from powder coated aluminum and stainless steel. Color specified on
order.

HIR-P3715-PLVE NEW

WALL MOUNT BOX, WHITE ROUND, AXIS M2035-LE CAMERA, REV.
A

M2035-JB4W NEW

AXIS M3047-P TAMPER PROOF COVER, (NO CAMERA) REV.A

Tamper proof hardened cover for Axis M3047-P-HC camera.

M3047-P-HC NEW

CAMERA HOUSING, MULLION MOUNT, REV.A

Heavy duty housing for the Axis P1245 camera allowing it to mounted on
a mullion or recessed in a wall using a standard single outlet power box.
The Axis P1245 IP camera provides excellent views directly in the exit
path allowing facial recognition. The camera mount articulates allowing
horizontal and vertical positioning of the camera up to ±25 degrees.
Includes mounting hardware.

*** P1245 Camera Not Included ***

P1245-MM NEW
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CAMERA HOUSING, MULLION MOUNT, INCLUDES AXIS P1245
CAMERA, REV.A
Heavy duty housing for the Axis P1245 camera allowing it to mounted on
a mullion or recessed in a wall using a standard single outlet power box.
The Axis P1245 IP camera provides excellent views directly in the exit
path allowing facial recognition. The camera mount articulates allowing
horizontal and vertical positioning of the camera up to ±25 degrees.
Includes mounting hardware.

*** P1245 Camera Included ***

P1245-MMC NEW

WALL MOUNT, P1245 (MOUNT ONLY) NO CAMERA, REV. B

Heavy duty steel flange mounted arm designed to install Axis P1245
Camera high resolution 2 MP IP Camera, (SOLD SEPARATELY).
Provides excellent views directly in the exit path allowing facial
recognition. The arm may be mounted on walls and positioned to look
into truck on loading docks. Camera mount articulates allowing horizontal
and vertical positioning of the camera up to ±25 degrees. Includes
mounting hardware.

*** P1245 Camera NOT included ***

P1245-WM NEW

WALL MOUNT, INCLUDES P1245 CAMERA, REV. A

Heavy duty steel flange mounted arm with included Axis P1245 high
resolution 2 MP IP Camera. The Axis P1245 IP camera provides
excellent views directly in the exit path allowing facial recognition. The
arm may be mounted on walls and positioned to look into truck on loading
docks. Camera mount articulates allowing horizontal and vertical
positioning of the camera up to ±25 degrees. Includes mounting
hardware.

*** P1245 Camera Included ***

P1245-WMC NEW

DOME ADAPTER MOUNT, REV. A

Custom dome adapter mount for Hanwha QNP-6250. Includes mounting
hardware.

QNP-6250-DM NEW
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CAMERA MOUNT, RECESSED FLUSH, FISHEYE, REV.B

Allows recessed flush mounting of Hanwha QNF-9010 Fisheye Camera.
Outer cover plate is powder coated with a light texture white RAL9003.

STC9010 NEW

UNIVERSAL WALL MOUNT ARM FOR DOMES, NO CAMERA, REV. A

Heavy duty steel flange mounted arm designed to install Dome Cameras.
(SOLD SEPARATELY). Provides excellent views directly in the exit path
allowing facial recognition. The arm may be mounted on walls and
positioned to look into trucks on loading docks. Camera mount articulates
allowing positioning of the camera .  Includes mounting hardware.

STC9100 NEW

ADAPTER BRACKET, DOME, INCLUDES MTG HDWR, REV. A

Mini Dome adapter bracket used with P1245-WM wall mount arm to allow
mounting mini domes on the arm. May be positioned in any one of four
directions on the arm. Has break away tabs to allow mounting of smaller
domes.

STC9100-DM NEW

CAMERA MOUNT, SELF CENTERING, REV. A

Self centering camera mount used in loading docks and similar areas.
Mount articulates 180 degrees to prevent the camera and mounting arm
from being damaged by forklifts and other moving objects.

STC9110 NEW

Page 6Revised 8/6/2025

4900 Lyons Technology Parkway  •  Coconut Creek, FL  33073  •  Phone: 954-426-2965  •  www.sentecheas.com



PENDANT KIT, AXIS, T94K01D

AXIS T94K01D Pendant Kit P/N: 5505-081

T94K01D NEW

BOX, MOUNT, HID RKLB40 BIOMETRIC READER, REV. A

HID RKLB40 BIOMETRIC READER BACK BOX.  STAINLESS STEEL.

0500-0429 NEW

SENSOR UNIT CABLE FOR AXIS P1245, 12" (.3M) MICRO USB TO
SHIELDED RJ12, REV. A
This high quality Sensor Unit Cable is used to connect Axis P1245
camera to Axis network POE adapter unit. The 12 inch (.3m) cable has a
left angle Micro USB connector and shielded RJ12 connector with an
injection molded strain relief. This Shorter cable replaces the longer cable
normally supplied with the P1245 camera. The left angle connector
allows installation in tight spaces.

6000-0088 NEW

CABLE, MICRO USB TO CAT5E, 25' (8M), USED WITH AXIS P1245
CAMERA
Cable used to connect Axis P1245 camera to Axis network POE adapter
unit.

F7308 NEW
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CAMERA, AXIS# P1245 NETWORK CAMERA, DISCREET HDTV
1080P MKII

P1245 NEW

BODY CAMERA DUMMY, AXIS W100, BLACK DELRIN, REV. A

Dummy camera used for training purposes is modeled after the Axis
W100 body worn camera and made of virtually indestructible Delrin®
Plastic.

• Full size and weight
• Fits in Axis docking stations
• Includes one Klick Fast Mounting Tab and Belt Clip
• Fully assembled

W100-D NEW
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